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CARPETS & SOFT FURNISHINGS - INDIA
Copyright & Licence

© Quasar Management Services Pty Ltd. All rights are reserved. Permission is given for Architects, Engineers and Builders to use this material in the preparation of single application designs, specification and contracts only. Use of this material for any other commercial purpose is prohibited without the written permission of the publisher. Please Contact us for extended licence.

Use of the Specification and Drawings

This sample specification and the associated drawings are prepared in electronic format, with the express intention that designers will edit them to suit the particular requirements of specific construction projects. The design, construction and costing of structures must be carried out by qualified and experienced architects, engineers and builders. The authors, publishers and distributors of this specification and the associated drawings do not accept any responsibility for incorrect, inappropriate or incomplete use of this information. 

This sample specification and the associated drawings are prepared in the context of the national Building Regulations. Architects, engineers and builders should make themselves aware of any recent changes to these documents, to any Standards referred to therein or to local variations or requirements.  The authors, publishers and distributors of this specification and the associated drawings do not accept any responsibility for failure to do so.

This sample specification and the associated drawings include product information provided by particular suppliers. Architects, engineers and builders should satisfy themselves that information on specific products is correct, by contacting the particular suppliers. The authors, publishers and distributors of this specification and the associated drawings do not accept any responsibility for incorrect information provided by product suppliers. 

Basis of the Specification and Drawings

In the preparation of these specifications and drawings, the following convention has been adopted.

· All building design and construction must comply with the relevant Building Regulations and any relevant Standards referred to therein. 

· If the construction is not covered by the Building Regulations, then it shall comply with any appropriate Standard.

· If the construction is not covered by either Building Regulations or Standards, construction should comply with a balanced combination of current practice, engineering principles and supplier’s information.

Using this Specification

To prepare a working specification for a particular contract, delete this front page and edit the following pages in accordance with the convention below. “Copy and paste” this draft specification into the Project Specification for the particular project, and edit accordingly.

The most common generic specifications are show towards the beginning of this document, with more specialised specifications towards the end. Use the “cut and paste” and/or “delete” options to move or remove particular blocks of text. 
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	General Sustainability Requirements

When a product or system is claimed to be “Sustainable”, the Supplier shall make available a Sustainability Statement that clearly indicates how its use will lead to one or more of the following:

· Reduction green-house gas generation, which causes global warming; or

· Reduction in the use of non-renewable resources upon which our society depends; or

· Reduction in land, water or air pollution or degradation, which alienate the use of these resources.


SPECIFICATION - CARPETS AND SOFT FURNISHINGS 

Scope

This section covers the specification of:

· carpets 
· soft furnishings.

Building Regulations and Standards

All materials and construction shall comply with the most recent version of:

· the relevant parts of the National Building Code of India (NBCI);  
· the Standards referred to therein; 

· other Standards nominated in this specification; and

· other relevant Regulations.

Relevant Standards

IS 5641 Textile floor covering - Hand-made wool carpets - Specification

IS 5884 Textile floor covering - Tufted carpets - Specification

IS 10466 Guide for care and maintenance of carpets

IS 12503 Coir mattings, mourzouks and carpets - General

Commencement

Work shall commence as soon as practical after, but not before,

(a) the Builder has issued:

· a written order

· the relevant contract drawings, specifications and schedule of work

· written approval of any details provided by the Contractor

 (b) the floor surface has been constructed, cleaned and approved.

Installation

Carpets shall be installed in accordance with the Building Regulations and relevant standards.
Substrate

Although carpets are more tolerant of substrate blemishes than resilient floor coverings, they still require relatively flat smooth surfaces. All concrete fins, mortar droppings and other lumps or hollows should be repaired before laying carpets.
The installation includes the following:

· Obtain and read the relevant specification. Cross reference with other sections of the specifications.

· Submit a sample panel for acceptance.

· Prepare and check the substrate for imperfections and level.

· Repair any cracks, holes or levels as required.

· Clean all areas to be carpeted.

· Apply underlay as recommended by the manufacturers.

· Lay carpets tightly such that there are a minimum number of joins. Try to ensure that seams run the length of the area and that traffic runs along seams. All stair edges shall have an 18 - 25 mm radius on the leading edge before underlay and carpet is laid. 

· Fix carpets at edges, join at seams.

· Clean carpets.

Materials

	Carpets

	Carpets shall comply with the materials requirements of IS 5641, IS 5884 and IS 12503. Care and maintenance of carpets shall be as per IS 10466.

More details…click here


Inspections and Tests

All new work shall remain without traffic until it has been inspected and approved by the Builder. The following inspections shall be performed.

	PRIVATE Item or Product 
	Inspection Required
	Accept Criteria
	Hold

Witness

	Drawings & Specifications
	Inspect controlled documents 
	Controlled copy of latest issue  on site
	Hold

	Samples


	Visual
	Material correct
	Hold

	Substrate


	Visual
	As per spec.
	Hold

	Carpets before laying


	Visual
	Colour and type as per spec.
	Witness

	Carpets after laying and cleaning
	Visual
	Clean and laid as per spec.
	Witness

	Curtains and soft furnishing


	Visual
	Colour and type as per spec.
	Witness

	Notes

All tolerances shall be as shown, except where overridden by relevant standards or regulations.
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