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Ensystex Australasia Pty Ltd
Electronic Blueprint Specification
Section 3 – Concrete
· Termite Protection Barrier

Section 8 – Wall, Roof & Floor Framing
· Termite interception, baiting, monitoring & management

Section 12 – Masonry
· Termite Protection Barrier

Sections 3 & 8
	Termite Protection Barrier

Termite protection barriers shall comply with AS 3660.1.

More details…click here


	Suitable products are:                                                                                                                                            0306

	Specified requirements
	Complying product reference
	Supplier or Manufacturer 

	Termite protection barrier complying with AS 3660.1


	Trithor Termite Protection
3 way physical termite barrier

1. Internal non-woven fibre blanket impregnated with deltametherin crystals (low toxicity to warm blooded animals) which both strongly repels and (where necessary) kills termites. Bonded within reugged casing layers.

2.  Thick top plastic layer (200 microns) doubles as a moisture vapour layer.

3. Bottom plastic layer (50 microns) prevents termiticide leaching into soil.
	Ensystex Australasia Pty Ltd

Suite 2 ,47 Day Street North, Silverwater, NSW, 2128
Australia

Contact: Steve Broadbent

t: 13 35 36

e: info@ensystex.com.au
w: www.trithor.com.au
     www.exterra.com.au 

More details….click here



Section 8 – Wall, Roof & Floor Framing
Installation of Interception, Baiting, Monitoring and Management Systems

Where termite interception, baiting, monitoring and management are used it shall comply with the manufacturers recommendations and be generally in accordance with the following specification.

In-ground stations shall be designed to intercept foraging termites with timber interceptors to concentrate their feeding in the stations.  In-ground stations shall contain timber interceptors embedded in the soil around the perimeter of the structure at 3 – 5 meter centres, and be focused in areas where termites are most likely to be found foraging.  Stations shall be inspected on a regular basis of approximately 8 – 12 week intervals until termites are intercepted, or more frequently during summer months.  When termites are intercepted baits shall be added to each station and inspected every 3 – 8 weeks, with more frequent inspections during the initial stages of termite feeding.  When the termite colony has been eliminated, the baits shall be removed and fresh timber interceptors shall be placed in the stations, which shall be monitored regularly.  Refer to the manufacturers instructions in situations where live termites are found feeding within an existing structure. 

· Baits shall only be used in accordance with the Materials Safety Data Sheet provided by the manufacturer and shall not pose any risk to the health of persons or animals.

· Interception shall be monitored and managed using a barcode, scanner and computer system.

· Users and operators of the termite interception and baiting system shall receive training by the manufacturer.

	Suitable products are:                                                                                                                                            0804

	Specified requirements
	Complying product reference
	Supplier or Manufacturer 

	Termite interception, baiting, monitoring and management

system


	Exterra Termite Interception and Baiting System, including Requiem termite bait (active constituent 1.0 g/kg Chlorofluazuron) and Exteris computer management system
	Ensystex Australasia Pty Ltd

Suite 2 

47 Day Street North 

Silverwater NSW 2128

1800 420 144

Fax: 02 9647 2189

info@ensystex.com.au
www.exterra.com 
More details….click here
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