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ELECTRONIC BLUEPRINT is the principal point of reference and knowledge base for Architects, Engineers and Buiders and the only package
that fully integrates regulatory & standards requirements with comprehensive, editable specifications, CAD details and approved industry training





Glassfence
Electronic Blueprint Specification
Section 28 – METALWORK & BALUSTRADES
· Cantilevered glass balustrades.
	Cantilevered glass balustrades

	Cantilevered glass balustrades protecting a fall of more than 1000mm from ground level shall incorporate a suitable load-supporting or interlinking handrail. 

The glazing must be designed to act as a balustrade and withstand a lateral load of 0.75 kN/m or 0.6 kN/m in accordance with the requirements of ..AS1170.1. This load should be applied at a height of 1.0m above the slab (and not at the top edge of the glass screen).

The glazing must be designed to withstand the relevant wind loading determined in accordance with AS1170.2. 

The cantilever glass balustrade must be provided with an interlinking handrail (..HB125) so that if the glass is broken, the handrail will stay in place.

More details…click here


	Cantilevered glass balustrades
	Mergelock Systems
MERGELOCK brackets for Glassfence and balustrade applications.

Suitable for mounting into core drilled holes.

Dress rings available

Slimline interlinking rail system available.


	Glassfence
p: (04) 2575-0860
www.glassfence.com.au
manfred@glassfence.com.au
More details … click here


Section 26 – FENCING
· Glass Fencing

	Glass Fencing

	Glass fencing shall meet the requirements of ..AS1288. 

When used as a swimming pool fence it shall meet the requirements of ..AS1926.and the BCA, its State variations and any local council requirements.

More details…click here


	Suitable products are:

	Specified requirements
	Complying product reference
	Supplier or Manufacturer 

	Glass Fencing
	Mergelock Systems

MERGELOCK brackets for Glassfence and balustrade applications.

Suitable for mounting into core drilled holes.

Dress rings available

Slimline interlinking rail system available.


	Glassfence

p: (04) 2575-0860

www.glassfence.com.au
manfred@glassfence.com.au
More details … click here
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