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ELECTRONIC BLUEPRINT is the principal point of reference and knowledge base for Architects, Engineers and Buiders and the only package
that fully integrates regulatory & standards requirements with comprehensive, editable specifications, CAD details and approved industry training





Resene Paints (Aust) Ltd

Electronic Blueprint Sustainability Specification

Section 19 – Painting & Coatings
	Paints

	Paints shall comply with the requirements of AS/NZS 2311. 

Paints for iron and steel surfaces shall comply with AS/NZS 2312.
Paints & Coatings for concrete and masonry shall comply with AS/NZS 4548

	Sustainability Specification

Paints shall be less toxic and have lower concentrations of volatile organic compounds than commonly used alternatives. This criterion is deemed to be achieved, if the particular paint complies with requirements listed below.

	Paint Type
	Maximum VOC content of wet paint (grams per litre)

	Interior - Sealer
	40

	Interior - Latex undercoat
	48

	Interior – Gloss paint
	60

	Interior - Flat  (washable) paint
	48

	Interior - Semi gloss paint
	48

	Interior - Low sheen paint
	40

	Interior  - Flat ceiling paint
	40

	Exterior - Latex undercoat
	44

	Exterior - Gloss paint
	48

	Exterior - Semi gloss paint
	48

	Exterior - Flat paint
	40

	Exterior - Low sheen paint
	40

	Exterior - Timber primer
	40

	Latex primer for galvanised steel and zincalume finish
	40

	Other paint not listed above
	40

	Paints shall not have more than 25% by weight of total formulation of hydrocarbon solvents.

	Paints shall not include aromatic hydrocarbon solvents.

	Paints shall not include formaldehyde or release formaldehyde during use.

	Paints shall not include halogenated solvents.

	Paints shall not include mercury, arsenic or selenium or their compounds, pigments of lead, cadmium, chromium VI or antimony, except that impurities of the elements listed above which are contained in the raw materials and components and which do not exceed a combined total of 0.1% by weight of non-volatile content and which have individual element contents that do not exceed the limits specified.

	Paints shall not include more than the limits specified for any of the substances listed in the Toxic Substances Regulations, and with a cumulative total of not more than 0.5% by weight of these substances, based on the total formulations.

	Paints shall not include ethylene glycol as an integral part of the paint formulation.

	1. Limits apply to any random sample within a specified lot.

2. Requirements, other than VOCs, are based on Environmental Choice New Zealand – Paints - Specification EC-07-O1

3. VOC limits have been set generally at 40 grams per litre, although a concession of 80% of the stated approximate average for common applications has been granted. 


	Sustainable products are:

	Specified requirements
	Complying product reference 
	Contact for further details

	AS/NZS 2311
	Latex primer for galvanised iron & Zincalume
	Resene Galvo-Prime (VOC 87)
	Resene Paints (Aust) Ltd

p: 1800 738 383

e: advice@resene.com.au
w: www.resene.com.au 

More details....click here

	12A
	
	
	

	17A
	Exterior latex undercoat
	Resene Decorator Hi-Build Undercoat (VOC 66)
	

	17A
	Interior latex undercoat
	
	

	
	Waterborne two epoxy gloss enamel

(See note 4)
	Resene Aquapoxy White (VOC 46)
	

	16
	Interior sealer
	Resene Broadwall AWS (VOC 7)
	

	
	
	Resene Decorator Acrylic Sealer Undercoat (VOC 7)
	

	
	
	Resene Decorator Easy Sand 

(VOC <1)
	

	10A
	Exterior timber primer
	Resene Decorator Acrylic Primer Undercoat  (VOC 41)
	

	
	
	Resene Quick Dry  (VOC 41)
	

	08
	Interior semi gloss
	Resene Sonyx 101  (VOC 59)
	

	07
	Interior low sheen
	Resene Contractor  (VOC 39)
	

	
	
	Resene Decorator Acrylic Low Sheen  (VOC 52)
	

	
	
	Resene Decorator Acrylic Ultra Low Sheen  (VOC 52)
	

	
	
	Resene Lumbersider  (VOC 35)
	

	09
	Interior flat – washable
	Resene Zylone 20 (VOC 60)
	

	06
	Interior flat – ceilings
	Resene Ceiling Paint (VOC 7)
	

	
	
	Resene Decorator Acrylic Ceiling Paint (VOC 7)
	

	09
	Exterior gloss
	Resene Decorator 100% Acrylic Gloss (VOC 71)
	

	
	
	Resene Enamacryl Metallic Waterborne Enamel (VOC 63)
	

	
	
	Resene Hi-Glo Gloss Acrylic 

(VOC 62)
	

	08
	Exterior semi gloss
	Resene Lustacryl Semi-Gloss Waterborne Enamel (VOC 63)
	

	
	
	Resene Sonyx 101 Semi-Gloss Acrylic (VOC 59)
	

	
	
	Resene Lumbersider  (VOC 35)
	

	07
	Exterior flat & low sheen
	Resene SpaceCote Low Sheen Water Borne Enamel (VOC 55)
	

	
	
	Resene Contractor  (VOC 39)
	

	
	
	Resene Decorator Actylic In/Ex Flat 

(VOC 7)
	

	
	
	Resene Decorator Acrylic Low Sheen  (VOC 52)
	

	
	
	Resene Decorator Acrylic Ultra Low Sheen  (VOC 52)
	

	
	
	Resene AquaShield (VOC 7)
	

	03
	Exterior/interior alkyd, gloss & semi gloss

(See note 2)
	Resene Lusta-Glo White & MCR (VOC 332)
	

	05
	Exterior/interior alkyd, gloss & semi gloss

(See note 2)
	Resene Decorator Alkyd Gloss White 

(VOC 71)
	

	17
	Interior & exterior undercoat
	Resene Enamel Undercoat White & MCR (VOC 320)
	

	11
	Metal primer Buildings – excluding lead & chromates)
	Resene Galvo One (VOC 464)
	

	
	Rough finish non-skid deck paint

(See note 4)
	Resene Blacktop Black (VOC 2-5)

Resene Blacktop Green (VOC 2-5)

Resene Blacktop Red (VOC 2-5)
	

	19A
	One pack interior varnish (general purpose)
	Resene Aquaclear Gloss (VOC 95)

Resene Aquaclear Semi-Gloss (VOC 95)
	

	23
	Lightly pigmented ranch finish – exterior timber
	Resene Waterborne Woodsman Wood Stain (VOC 81)
	

	
	Long life texture coating for exterior concrete & masony – med-high build latex smooth

(See note 4)
	Resene Multisheild + Flat (VOC 37)
	

	
	
	Resene Multisheild + Gloss 

(VOC 95)
	

	
	
	Resene Multisheild + Satin 

(VOC 88)
	

	
	Long life texture coating for exterior concrete & masony – medium build latex low profile

(See note 4)
	Resene Sandtex White & MCR (VOC 8)
	

	
	
	Resene X-200 MCR (VOC 62)
	

	
	Long life texture coating for exterior concrete & masony – high build high profile

(See note 4)
	Resene Flexicover E (VOC 10)
	

	
	
	Resene Resitex Coarse (VOC 1-2)
	

	
	
	Resene Resitex Standard (VOC 1-2)
	

	
	
	Resene Thixalon 5 (VOC 16)
	

	
	
	Resene Resitex Medium (VOC 1-2)
	

	15
	Interior solvent-based sealer
	Resene Sureseal (VOC 498)
	

	10
	Primer
	Resene Wood Primer  (VOC 357)
	

	24A
	One pack pigmented latex paving paint
	Resense Non-Skid Deck & Path (VOC 13)
	

	
	One pack clear moisture cured finish for timber
	Resene Polythane Gloss  (VOC 600)
	

	Notes 

1. Left hand column contains AS/NZS 2311 reference numbers. These may be used in paint schedules.

2. Products in cells shaded white do not comply with the VOC limits.

3. These products are shaded green and are considered to have a relatively low VOC.


