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AUSTRALS PREWERE BULDING SPECICATION,DETALING B TRANING REFERENCE

ELECTRONIC BLUEPRINT is the principal point of reference and knowledge base for Architects, Engineers and Buiders and the only package
that fully integrates regulatory & standards requirements with comprehensive, editable specifications, CAD details and approved industry training





Style Flooring
Electronic Blueprint Specification
Section 09 – Carpentry & Joinery
· Strand Woven Bamboo Internal Flooring
	Strand woven bamboo internal flooring

	Strand woven bamboo internal flooring for internal flooring shall comply with the Drawings, Building Regulations and relevant Standards. It shall have a Janka Hardness rating greater than 12kn and have a moisture content of less than 10%.

More details…click here


	Strand Woven Bamboo Internal Flooring
	Solid Strand Woven bamboo flooring
Hardness rating in excess of 14kN

Available in floating floor or solid tongue and groove.

Accessories include bull noses for finishing stairs, reducers, and quarter rounds

Tongue and Groove

1830mm long 96mm wide and 12mm thick

Floating Floor

1830mm long 130mmwide and 12mm thick

	Style Flooring
PO Box 590

Belmont WA 6989

p: (08) 9277 4656
f: (08) 9277-2122

m: (04) 2755 2441

www.styleflooring.com.au
ian@styleflooring.com.au
More details … click here
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